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Glan
PD Series Snap-in/Lug standard type

Features:

eUsed for power pack , Inverter or General Purpose usage .
eSmaller low size than ordinary capacitors

eDirectly mounted on printed circuit board with holders

e Aluminum case designed explosion —proof vent.

o CE&ROHS certificated

Specification:

Item Performance Characteristics

-25°C ~+85TC

400 & 450VDC

450 & 490SV.DC

100uf ~ 1200uf

-10% ~+20%(at 120Hz,+20°C)

I=1xC(uA)Max.(After 5 Minutes)

Capacit?nls)e Range 100~600 601~1500

u

Workin(gi/\)/oltage 400 450 400 450
Tan & (max) 0.15 0.25 0.25 0.25

Test Condition: For 5000 times at normal room temperature (5~35°C) C
Charge & Discharge Cycles: 30 sec

Leakage Current:<<150% of initial Specified Value

Capacitance Change :Whthin +10% of initial Value

Tan 6 : <150% of initial Specified Value

The following Specification shall be satisfied when the capacitors are restored to 20°C after
exposing them for 2000 hours at 85°C without voltage applied.

Leakage Current: <300% of initial Specified Value.

Capacitance Change :Whthin +10% of initial Value

Tand: <150% of initial Specified Value




GLAN ELECTRONICS CO.,LTD

CASE SIZE TABLE

Sleeve
oD 25 30 35 40
T F 10 10 14 14
| 9.0 9.0 9.0 9.0
W 4.5 4.5 4.5 4.5
L+1 I+1 ¢D + o max Uil e a 1.0 1.0 1.0 1.0
¢-D=¢20 ~ 40
§ +H0.2
E e ;%’ 0.8%47 05?’%
; Ber() b
£ . 22 §20.1 =
D .
i~ G
Terminal

P.C.B Terminal (Snap-in)

Snap-in Type

®D 25 30 35 40
L 10 10 10 10
| 6.3 6.3 63 | 6.3
W 1.5 | 1.5 | 1.5 | 1.5
a 1.0 | 1.0 [ 1.0 | 10
Standard Ratings ODxL ( mm )

22*35 25*30 22*50 25*40
22*35 25*30 22*50 25*40
25*30 30*50
25*50 30*50
L 30*50 35*45
35*50 35*50
35*60 35*%60
35*70 35*70
35*70 35%80
35*80 35*80
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