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PR Series Radial Type for Photo Flash

Features :

eMiniature & Lead Wire Terminal Type
ePhotoflash use

el ow Leakage Low Dissipation

o CE&ROHS certificated

Specification:
Item Performance Characteristics
-25~+55C
330 & 360WV.DC
350 & 390SV.DC

100uf ~ 450uf
~10% ~+20%(at 120Hz,+20°C)

I<1xC(uA)Max.(After 5 Minutes with rated working voltage applied)
8% Max(at 120Hz,+20°C)

Test Condition :For 5000times at normal room temperature (5~35C) C
Charge & Discharge Cycles: 30 sec or 1sec.

Leakage Current:<<150% of initial Specified Value

Capacitance Change :Whthin £10% of initial Value

Tan & :<150% of initial Specified Value

The following Specification shall be satisfied when the capacitors are restored to 20°C after
exposing them for 1000 hours at 55°C without voltage applied.

Leakage Current :<300% of initial Specified Value.

Capacitance Change :Whthin £10% of initial Value

Tand :<150% of initial Specified Value

CASE SIZE TABLE

DO (mm) 13 16 18 20 22
F(mm) 5 7.5 7.5 7.5 10
D® (mm) 0.8
Standard Ratings @DL ( mm )
WV 330WV 360WV
uF @D 13 16 18 22 25 16 18 22 25 30
100 13*33 16*27
150 16*31.5 16*33
220 L 18*35 22*30
330 22*35 22*35
400 22*42 22*40
470 22*46 25*50 22*40 25*35
560 30*50




