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Glan
SJ Series 6000Hrs 105C

Features:

©105°C 6000HTrs Long life
eRohs Compliant

Specification:

Item Performance Characteristics

-25~+105C
350 ~ 500 V
1000 to 22000 uf(120Hz, +20°C)
+20%
1=0.01CV(C:Norminal Capacity; V: Rated Voltage) or =1.5mA

0.15 (at20C, 120Hz)

350~450 500
C(-25C)/(+20C)=0.7 C(-257C)/(+20°C)=0.6

Test Condition

Duration time:6000Hrs

Ambient temperature:+105°C

Applied voltage:Rated DC working voltage

After test requirement at +20°C

Capacitance change:< *+20% of the initial measured value
Dissipation factor Tand:<200% of the initial specified value
Leakage Current LC:< the initial specified value

Test Conditions

Duration time:500Hrs

Ambient temperature:+105°C

Applied voltage:None

After test requirement at +20°C:Same limits as load life

Capacitance change:< *+20% of the initial measured value

Dissipation factor Tan®:<200% of the initial specified value

Leakage Current LC:< the initial specified value

Pre-treatment for measurement shall be conducted after application of DC
working voltage for 60 minutes ,test after being put 24 hours .

Diagram of Dimension:(unit:mm)
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Multiplier For Ripple Current Vs. Frequency
Frequency 50Hz 120Hz 300Hz 1KH =Z10KHZ
Factor 0.70 1.00 1.10 1.30 1.40

Multipler For Ripple Current Vs. Temperature

Temp.(C) 40 60 70 85 105
Factor 3.80 3.00 2.50 2.00 1.00




GLAN ELECTRONICS CO.,LTD

Y Snap ring
Y e Dia(mm) | A(mm) B(mm) a(mm) b(mm) h(mm)
51 31.8 36.5 7.0 4.5 14.0
64 38.1 42.5 7.0 4.5 14.0
\ﬁ)\ 4 77 445 49.2 7.0 45 14.0
TN H 90 50.8 55.6 7.0 4.5 14.0
by 101 56.5 63.4 7.0 4.5 18.0
| Snap ring
&
d ¥ Dia(mm) C(mm) D(mm) c(mm) |d(mm)
> 36 24 29 3.5 6.0
51 32.8 38.5 4.5 6.0
Ci1 64 39.5 44.5 4.5 6.0
DL 77 46.8 52.3 4.5 6.0 Givar
Case Size
Ripple Ripple
Volt:gaet/esdurge C:‘p‘;"c‘iigf(’:]f) (“EA’:X) 08 Core™ sizenoL) Volt:g:ja:/esdurge C:poar::]iitr;?luf) (I\Iia'j() CEERM G sizenpxL)
Voltage 120Hz mm Voltage 120Hz mm
Arms Arms
2200 0.15 36.00 21.00 7.00 51%x105 1000 0.15 80.00 12.00 4.00 51x80
2700 0.15 34.00 25.20 8.40 51%x130 1200 0.15 75.00 14.40 4.80 51x96
3300 0.15 27.00 29.40 9.80 64%x96 1500 0.15 45.00 15.90 5.30 51x105
3900 0.15 24.00 34.50 11.50 64x115 1800 0.15 40.00 19.50 6.50 51x130
4700 0.15 20.00 39.00 13.00 64%x130 2200 0.15 36.00 | 22.80 7.60 64x96
5600 0.15 17.00 44 .10 14.70 77%x115 2700 0.15 34.00 26.70 8.90 64%x115
6800 0.15 11.00 50.40 16.80 77%x130 3300 0.15 27.00 | 33.00 11.00 64%130
8200 0.15 9.00 58.80 19.60 77%x155 3900 0.15 24.00 37.50 12.50 77x115
10000 0.15 8.00 69.00 23.00 90%x130 4700 0.15 20.00 | 43.50 14.50 77x130
12000 0.15 6.00 75.00 25.00 90x155 5600 0.15 17.00 | 48.60 16.20 77x150
15000 0.15 5.00 92.40 30.80 90%x190 6800 0.15 11.00 | 54.00 18.00 90%x155
18000 0.15 4.00 114.00 | 38.00 90x235 8200 0.15 9.00 63.00 21.00 90%x170
22000 0.15 3.50 132.00 | 44.00 101%x235 10000 0.15 8.00 73.50 24.50 90x190
1000 0.15 80.00 12.00 4.00 51%x75 12000 0.15 6.00 82.50 27.50 90x235
1200 0.15 75.00 14.10 4.70 51%x80 1000 0.15 90.00 13.50 4.50 51x105
1500 0.15 45.00 15.90 5.30 51%x90 1500 0.15 50.00 19.20 6.40 51x130
1800 0.15 40.00 19.50 6.50 51%x96 2200 0.15 40.00 24.00 8.00 64%x130
2200 0.15 36.00 23.10 7.70 51x115 3300 0.15 31.00 | 36.00 12.00 77%x130
2700 0.15 34.00 27.00 9.00 64%x96 3900 0.15 27.00 39.00 13.00 77x155
3300 0.15 27.00 33.00 11.00 64x115 4700 0.15 22.00 | 46.50 15.50 77x170
3900 0.15 24.00 37.20 12.40 64%x130 5600 0.15 18.50 51.00 17.00 77x190
4700 0.15 20.00 43.50 14.50 77%x115 6800 0.15 12.30 57.00 19.00 90x170
5600 0.15 17.00 48.60 16.20 77%x130 8200 0.15 9.20 66.00 22.00 90x210
6800 0.15 11.00 54.90 18.30 77%x155 10000 0.15 8.80 81.00 27.00 90x235
8200 0.15 9.00 63.00 21.00 77x170
10000 0.15 8.00 73.50 24.50 90%x155
12000 0.15 6.00 82.80 27.60 90%x170
15000 0.15 5.00 96.00 32.00 90%210
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